
Beyne-Heusay
BELGIUM
Sht No.


TYPE  TESTS  PERFORMED  ON  THE 

CURRENT  TRANSFORMER TYPE

CTH 550
1.Short-time current tests
IEC 185 1987

70 kA - 1 sec. KEMA laboratory, 1994

Report No. 471-94

2.Temperature rise test

ANSI C57.13 – 1978

I = 4.000 A
ALSTOM Belgium S.A. laboratory, 1990

Report dated 16.02.90 on 3141/9001/2

IEC 185 / 1987

I = 3.150 A

ALSTOM Belgium S.A. lab., 1994

Test report No. 94/19 dated 12.10.94

IEC 185 / 1987

I = 1.920 A

ALSTOM Belgium S.A. lab., 1999

Test report No. 99/1105
3.Lightning impulse test

IEC 185 / 1987 - Amend. 2, 1995
1.2 / 3  µsec  at 2x – 1.782 kV

1.2 / 50 µsec at 3x +/-  1.550 kV

ALSTOM Belgium S.A. laboratory, 1996

Test report No. 96/1013

IEC 60044-2/1997
1.2 / 50 µsec at 3x +/-  1.550 kV

ALSTOM Belgium S.A. laboratory, 1999

Test report No. 99/1106

4.Switching impulse test (wet)

CAN3.C13.M83

250 / 2500 µsec : 15 x +/- 1.175 kV

790 kV 50 Hz 72 s., wet
KEMA laboratory, 1990

Report No. 1138-90

IEC 185 / 1987 - Amend. 2, 1995

250 / 2500 µsec : 15 x + 1.175 kV

KEMA laboratory, 1996

Report No. 96/1021

5.Radio Influence Voltage (RIV)

NEMA 107 / 1987

< 500 µV at 350 kV. ALSTOM Belgium S.A. Laboratory, 1991

Report No. 91006
6.Multiple chopped impulse test

1 / 0.5 µsec at 600x – 1.175 kV

ALSTOM Belgium S.A. lab., 1992

Test report No. 95/25

7.Explosion test

40 kA  0.22 sec

KEMA laboratory, 1991 Report No.  187-91
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